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PRODUCT

Design : ATA 6D, ESME B16.34
Pressure - Temp Rating : ASME B16.34
Face to face dimension : ASME B16.10
Flanged Ends : ASME B16.5 ( Up to 24")
Butt Weld Ends : ASME B16.25
Pressure Test : API 598, API 6D, ISO 5208
End Connection : Flange (RF,FF,RTJ)  and But Weld (BW)

MANUFACTURING RANGE
Ratings : From 150 Up to 2500
Size : 2" Up to 24"
Application Temperature : - 29°C up to 425°C 

MANUFACTURING STANDARDS
Design : API 6D
Pressure - Temp Rating : ASME B16.34
Face to face dimension : ASME B16.10
Flanged Ends : ASME B16.5 ( Up to 24")

                                    ASME B16.47(Above 26")
Butt Weld Ends : ASME B16.25
Pressure Test : API 598, API 6D, ISO 5208
End Connection : Flange (RF,FF,RTJ)  and But Weld (BW)
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MANUFACTURING RANGE
Ratings : From 150 Up to 2500
Size : 2" Up to 24"
Application Temperature : - 29°C up to 120°C (Soft Seat)
Application Temperature : - 29°C up to 425°C (Metal Seat)

CHARACTERISTICS
Description : Bolted Bonnet Body, Full Welded Body,
Side Entry, Trunnion Mounted Ball, Floating Fire-Safe,
Anti- Static, and anti - Blowout stem design,
Emergency Injection Self- Relieving Seat Effect
Function Seat Function DBB. DIB-1.DIB-2 Soft Sealing
and Metal to Metal sealing

OPERATION
Manual (Level or gearbox)
Actuator (Motor, Pneumatic, Hydraulic, Pneu-Hydraulic)

SIDE ENTRY TRUNNION BALL VALVE

MANUFACTURING STANDARDS

OPERATION
Automatic

CHARACTERISTICS
Description :  
 Top Cover1.
 Piston Lifting Disc2.
 Hard alloy sealing surface3.
 Disc fast closing, small impact4.

LIFT TYPE CHECK VALVE
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PRODUCT

Design : API 6D
Pressure - Temp Rating : ASME B16.34
Face to face dimension : ASME B16.10
Flanged Ends : ASME B16.5 ( Up to 24")

                                    ASME B16.47 ( above 26")
Butt Weld Ends : ASME B16.25
Pressure Test : API 598, API 6D, ISO 5208
End Connection : Flange (RF,FF,RTJ)  and But Weld (BW)

MANUFACTURING RANGE
Ratings : From 150 Up to 2500
Size : 2" Up to 24"
Application Temperature : - 29°C up to 120°C (Soft Seat)
Application Temperature : - 29°C up to 425°C (Metal Seat)

MANUFACTURING STANDARDS
Design : API  608, API 6D, ISO 14 313 

                      ASME B16.34.ISO 17292
Pressure - Temp Rating : ASME B16.34
Face to face dimension : ASME B16.10
Pressure Test : API 598, API 6D, ISO 5208
End Connection : Flange (RF,FF,RTJ), But Weld (BW),
Socket Weld (SW), ASME B16.11, NPT ASME B1.20.1
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MANUFACTURING RANGE
Ratings : From 150 Up to 2500
Size : 1/2" Up to 2 1/2"
Application Temperature : - 29°C up to 120°C (Soft Seat)
Application Temperature : - 29°C up to 425°C (Metal Seat)

CHARACTERISTICS
Description : 

OPERATION
Manual (Level or gearbox)
Actuator (Motor, Pneumatic, Hydraulic, Pneu-Hydraulic)

FORGED STEEL BALL VALVE

MANUFACTURING STANDARDS

OPERATION
Manual (Level or gearbox)
Actuator (Electric, Pneumatic, Hydraulic)

CHARACTERISTICS

API 6D GATE VALVE
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Split Body, Bolted Bonnet Body,
Floating Ball Valve, Fully Welded Body,
Fire-Safe, Anti-Static, and anti -
Blowout stem design locked Device
Soft Sealing Seat and Metal to Metal
sealing Seat

Description : Bolted Bonnet Body, Full Welded Body,
Parallel single disc gate valve, soft
metal double seal seat ring, Divide to
with conduct hole and non-conduct
Adjusting type have Flow Control
Function Assembling direction :
Vertical or horizontal



PRODUCT

Design : API 6D, ESME B16.34
Pressure - Temp Rating : ASME B16.34
Face to face dimension : ASME B16.10
Flanged Ends : ASME B16.5               
Butt Weld Ends : ASME B16.25
Pressure Test : API 598, API 6D, ISO 5208
End Connection : Flange (RF,FF,RTJ)  and But Weld (BW)

MANUFACTURING RANGE
Ratings : From 150 Up to 2500
Size : 2" Up to 24"
Application Temperature : - 29°C up to 425°C 

MANUFACTURING STANDARDS
Design : API 6D
Pressure - Temp Rating : ASME B16.34
Face to face dimension : ASME B16.10
Flanged Ends : ASME B16.5 ( Up to 24")

                                   ASME B16.47 ( above 26")
Butt Weld Ends : ASME B16.25
Pressure Test : API 598, API 6D, ISO 5208
End Connection : Flange (RF,FF,RTJ) and But Weld (BW)
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MANUFACTURING RANGE
Ratings : From 150 Up to 2500
Size : 2" Up to 24"
Application Temperature : - 29°C up to 120°C (Soft Seat)
Application Temperature : - 29°C up to 425°C (Metal Seat)

CHARACTERISTICS
Description : 

OPERATION
Manual (Level or gearbox)
Actuator (Electric, Pneumatic, Hydraulic)

API 6D EXPANDING GATE VALVE

MANUFACTURING STANDARDS

OPERATION
Manual (Level or gearbox)
Actuator (Electric, Pneumatic, Hydraulic)

CHARACTERISTICS

API 600 GATE VALVE

05

06

Bolted Bonnet Body, Full Welded Body,
Parallel single disc gate valve soft
metal double seal seat ring, divide to
with conduct hole and non-conduct
Adjusting type have Flow Control
Function Assembling direction :
Vertical or Horizontal

Description : Bolted Bonnet Body, OS & Y
Flexible Wedge 
Back Seal design
Hard alloy sealing surface



PRODUCT

Design : API 602
Pressure - Temp Rating : ASME B16.34
Face to face dimension : ASME B16.10
Pressure Test : API 598, API 6D, ISO 5208
End Connection : 

MANUFACTURING RANGE
Ratings : From 150 Up to 2500, 1690,2680 (limited Class)
Size : 1/2" Up to 2 1/2"
Application Temperature : - 29°C up to 425°C

MANUFACTURING STANDARDS
Design : API 602
Pressure - Temp Rating : ASME B16.34
Face to face dimension : ASME B16.10
Pressure Test : API 598, API 6D, ISO 5208
End Connection : 
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MANUFACTURING RANGE
Ratings : From 150 Up to 2500, 1690,2680 (limited Class)
Size : 1/2" Up to 2 1/2"
Application Temperature : - 29°C up to 425°C

CHARACTERISTICS
Description : 

OPERATION
Manual (Level or gearbox)
Actuator (Electric, Pneumatic, Hydraulic)

API 602 GATE VALVE

MANUFACTURING STANDARDS

OPERATION
Manual (Level or gearbox)
Actuator (Electric, Pneumatic, Hydraulic)

CHARACTERISTICS

FORGING GLOBE VALVE (STRAIGHT PATTERN & Y- PATTERN)
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Split Body, Bolted Bonnet Body,
Floating Ball Valve, Fully Welded Body
Fire-Safe, Anti-Static, and Anti-
Blowout stem design Locked Device
Soft Sealing Seat and Metal to Metal
Sealing Seat

Description : Split Body, Bolted Bonnet Body,
Floating Ball Valve, Fully Welded Body
Fire-Safe
Locked Device

Flange (RF,FF,RTJ)
But Weld (BW)
Socket Weld (SW), ASME B16.11
NPT ASME B1.20.1

Flange (RF,FF,RTJ)
But Weld (BW)
Socket Weld (SW), ASME B16.11
NPT ASME B1.20.1



PRODUCT

Design : API 6D, ESME B16.34
Pressure - Temp Rating : ASME B16.34
Face to face dimension : ASME B16.10
Flanged Ends : ASME B16.5 ( Up to 24")
Butt Weld Ends : ASME B16.25
Pressure Test : API 598, API 6D, ISO 5208
End Connection : Flange (RF,FF,RTJ) and But Weld (BW)

MANUFACTURING RANGE
Ratings : From 150 Up to 2500
Size : 2" Up to 24"
Application Temperature : - 29°C up to 425°C

MANUFACTURING STANDARDS
Design : API 623, ESME B16.34
Pressure - Temp Rating : ASME B16.34
Face to face dimension : ASME B16.10
Flanged Ends : ASME B16.5 ( Up to 24")
Butt Weld Ends : ASME B16.25
Pressure Test : API 598, API 6D, ISO 5208
End Connection : Flange (RF,FF,RTJ) and But Weld (BW)
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MANUFACTURING RANGE
Ratings : From 150 Up to 2500
Size : 2" Up to 24"
Application Temperature : - 29°C up to 425°C

CHARACTERISTICS
Description : 

OPERATION
Manual (Handwheel or gearbox)
Actuator (Electric, Pneumatic, Hydraulic)

CASTING GLOBE VALVE

MANUFACTURING STANDARDS

OPERATION
Actuator ( Hydraulic Damper)

CHARACTERISTICS

SWING CHECK VALVE
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Bolted Bonnet Body, OS & Y
Back Seal Design

Description : Top Cover
Swing Disc
Hard alloy sealing surfece



PRODUCT

Design : API 594, ESME B16.34
Pressure - Temp Rating : ASME B16.34
Face to face dimension : ASME B16.10
Flanged Ends : ASME B16.5 ( Up to 24")
Wafer, Lug Installation Comply to ASME B16.5 
Pressure Test : API 598

MANUFACTURING RANGE
Ratings : From 150 Up to 2500
Size : 2" Up to 24"
Application Temperature : - 29°C up to 120°C (Soft Seat)
Application Temperature : - 29°C up to 120°C (Metal Seat)

MANUFACTURING STANDARDS
Design : API 594, ESME B16.34
Pressure - Temp Rating : ASME B16.34
Face to face dimension : ASME B16.10
Flanged Ends : ASME B16.5 ( Up to 24")
Wafer, Lug  Installation Comply to ASME B16.5 
Pressure Test : API 598
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MANUFACTURING RANGE
Ratings : From 150 Up to 2500
Size : 2" Up to 24"
Application Temperature : - 29°C up to 120°C (Soft Seat)
Application Temperature : - 29°C up to 120°C (Metal Seat)

CHARACTERISTICS
Description : 

OPERATION
Automatic

WAFER TYPE SINGLE PLATE CHECK VALVE

MANUFACTURING STANDARDS

OPERATION
Automatic

CHARACTERISTICS

WAFER TYPE DUAL PLATE CHECK VALVE
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Soft seal of metal seal seat
Retainer Shaft
Retainerless
Single Plate, Dual Plate

Description : soft seal or metal seal seat
Retainer Shaft
Retainerless
Single Plate, Dual Plate



PRODUCT

Design : API 609, ESME B16.34
Pressure - Temp Rating : ASME B16.34
Face to face dimension : ASME B16.10
Flanged Ends : ASME B16.5 ( Up to 24")
Flanged Ends : ASME B16.47 ( Above 26")
Butt Weld Ends : ESME B16.25
Pressure Test : API 598
End Connection : Flange (RF, FF, Wafer)

MANUFACTURING RANGE
Ratings : From 150 Up to 300, 125 (ASME)
Size : 2" Up to 40"
Application Temperature : - 29°C up to 120°C 

MANUFACTURING STANDARDS
Design : API 609, ESME B16.34
Pressure - Temp Rating : ASME B16.34
Face to face dimension : ASME B16.10
Flanged Ends : ASME B16.5 ( Up to 24")
Flanged Ends : ASME B16.47 ( Above 26")
Butt Weld Ends : ESME B16.25
Pressure Test : API 598
End Connection : Flange (RF, FF, Wafer)
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MANUFACTURING RANGE
Ratings : From 150 Up to 300, 125 (ASME)
Size : 2" Up to 40"
Application Temperature : - 29°C up to 120°C 

CHARACTERISTICS
Description : 

OPERATION
Manual ( Level or Gearbox)
Actuator (Electric, Pneumatic, Hydraulic)

CONCENTRIC TRUCTION BUTTERFLY VALVE

MANUFACTURING STANDARDS

OPERATION
Manual ( Level or Gearbox)
Actuator (Electric, Pneumatic, Hydraulic)

CHARACTERISTICS

DOUBLE ECENCENTRICITY BUTTERFLY VALVE
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Soft seal 
Lining Rubber
Retainer Shaft
Retainerless
Single Plate, Dual Plate

Description : Soft seal  or Metal seal seat
Lining Rubber
Retainer Shaft
Retainerless
Single Plate, Dual Plate



PRODUCT
AIR NOZZLE FURNACE

Diameter: 90 x 140 (mm)
Size. Hole: 10
Number of Hole 8 Hole
Material: HP alloy
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AIR NOZZLE U-BEAM
Diameter: 50 x 92  (mm)
Size. Hole: 6
Number of Hole 6 Hole
Material: HP alloy

AIR NOZZLE
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AIR NOZZLE U-BEAM
Diameter: 50 x 92  (mm)
Size. Hole: 4
Number of Hole 6 Hole
Material: HP alloy



Contact
To learn how ALENNTRONICS TEKNO ASIA can assist you in addressing your
power quality challenges, reach out to us at our head office:

PT.ALENNTRONICS TEKNO ASIA
JAKARTA, INDONESIA

 Email : sales@alenntronics-pa.com
 Website : https://alenntronics-pa.com
 LinkedIn : https://www.linkedin.com/company/pt-alenntronics-tekno-asia

10YouTube : alenntronicsteknoasia Instagram: alenntronics Website : https://alenntronics-pa.com

https://alenntronics-pa.com/web/link/sales@alenntronics-pa.com

